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PATENTED planetary gear reduction
Delivers one of the highest power-to-weight ratios of any pneumatic 
controlled bolting system

Smooth continuous �ow of controlled torque
Eliminates destructive hammering

Lightweight ergonomic pistol grip design
Reduces operator strain and injury; resulting in increased productivity

Unmatched reliability and quality
Delivered by one of the most advanced engineered gear boxes on the 
market

Quick adjust torque settings 
Fast and accurate “dial a torque” for maximum versatility and e�ciency

Soft-start vary speed trigger 
Allows operator to safely and quickly set reaction arm before full torque is
applied

Equal power in forward and reverse 
Convenience and cost e�ective use of same tool for break away and �nal
torque

Imagine the freedom – no air lines, no power cords! 
The lightweight design of the B-SERIES makes them ideal for any 
application, especially where compressed air and electricity are not readily
available.

Advanced gearbox design
PATENTED planetary gear reduction drive system delivering one of the 
highest power-to-weight ratios of any controlled bolting system

Quick adjust torque settings 
Fast and accurate “dial a torque” for maximum versatility and e�ciency

Soft-start vary speed trigger 
Allows operator to safely and quickly set reaction arm before full torque is
applied

Equal power in forward and reverse 
Convenience and cost e�ective use of same tool for break away and �nal
torque

Advanced ultra-durable electric motor design 
Extreme duty designed to reduce maintenance cost and increase reliability

Advanced gearbox design
PATENTED planetary gear reduction drive system delivering one of the 
highest power-to-weight ratios of any controlled bolting system

BATTERY
SERIES

PNEUMATIC
SERIES

ELECTRIC
SERIES

THE INDUSTRY STANDARD...BELIEVE IT!THE INDUSTRY STANDARD...BELIEVE IT!

Torque Range
100-2300 ft. lbs.

Torque Range
100-1300 ft. lbs.

Torque Range
50-8500 ft. lbs.

Over 35 models available
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